
 

Summit md35

Contact information

Bach Yachting 
Vooroever 5
1671 SG Medemblik
Nederland

 

Tel: 0031 (0)227 570035
Fax: 0031 (0)20 4277958

Bach Yachting Stellendam
Deltahaven 79
3251 LC Stellendam
Nederland
 
Tel: 0031 (0)187 663388
Fax: 0031 (0)187 663372



Asking price: €155.000 
(ex-VAT)  
Length: 10.67 
Beam: 2.22 
Depth: 2.15 
Displacement: 2450 
Ballast: 1200 
Material: GRP 
Year: 2008 
Engine: Inboard diesel engine with saildrive 
Location: USA 

Summit 35 in like new condition. Fully equipped with NKI electronics and North Sails.
Transport costs to Europe are app. 10.000 USD.

 
The Summit md35 
The md35 daysailer is the result of long discussions between some of the most experienced sailors and one-design promoters in world 
yachting. They identified the need for a competitive one-design yacht upon which the focus is high- quality fleet racing, placing a premium on 
experience and tactical awareness instead of athleticism and endurance. 
The brief was for a fast, stable design which sails to windward as well as she goes offwind, thus ensuring engaging fleet racing. The design 
needed to combine classical style and grace with a simple layout for sailing, transportation and maintenance. 
Mark Mills has created in the md35 a yacht with all these characteristics in an exciting package which is certain to capture a wide following. 
Test in Yachts & Yachting

Dimensions 

■ Waterline Length LWL 9.25 30’4”   
■ Righting Moment: Max (85°) RMmax 2850 kg/m 
■ Bulb 1200kg 1.18 Tons
■ Foretriangle Height I 12.00 39’5” 
■ Foretriangle Base J 3.520 11’7” 
■ Mainsail Hoist P 12.00 39’5” 
■ Mainsal Foot E 4.500 14’9” 
■ Headsail Overlap LP 3.65 12’0” 
■ Spinnaker Tack Extension STL 5.660 18’7” 

Description

General
Hullnr # AR-MBO35001E808 
Blue hull
Delivered July 16, 2008
 
Construction
Awlgrip Hull Paint 
Antifouling Paint 
Resin infused Vinylester / PVC core hull and deck construction. 
High density core blocking in way of deck hardware. 
Bonded hull to deck joint. 
Bulkheads and internal components bonded to hull and deck. 
Engineered and built to meet or exceed ABS standards. 

Keel & rudder
Lifting keel  
1200kg antimony/lead bulb 
Balanced spade rudder with custom carbon fibre stock and self-aligning roller bearings in removable cassette.  

Tankage 
Holding Tank 
20 litre fuel tank.

Engine

Additional specs, equipment & information



■ Inboard diesel engine with saildrive. 
■ Engine instrument panel below. 
■ Molded composite engine surround. 
■ 2 bladed folding prop.

Interior 

■ Main cabin settee berths. 
■ Single quarter berths aft port and starboard. 
■ Stowage to P & top opening icebox to S forward of the mast. 
■ Portable toilet. 
■ Removable varnished teak & holly veneer sole panels. 
■ Berth cushions. 

Deck 
Teak deck, seat tops, and cockpit floor. 
Removable hatch garage. 

Winches
Two 40 2 speed primary self tailing winches. 
One 44 2 speed 12v self tailing winch with controls P&S.

Deck hardware
Spinlock Rope Clutches and stoppers.
One Lewmar circular articulated tinted acrylic fore hatch.
Three retractable mooring cleats.

Spars & Rigging

Spinlock Rope Clutches and stoppers. 
One Lewmar circular articulated tinted acrylic fore hatch. 
Three retractable mooring cleats. 

Spars & Rigging 

■ Carbon fibre 2 spreader mast. - 2 part for containerisation.  
■ Alloy boom, internal outhaul. 
■ PBO rigging incl. enclosed turnbuckles. 
■ Roller furler recessed in foredeck. 
■ Carbon-fibre retractable sprit for asymmetrical spinnaker fitted with outhaul, retractor, & tack line.  

Sails
North Sails 

Electronics 
NKI Instruments 

Electrical 

■ One engine start, one house battery. 
■ Battery and crossover switches. 
■ DC electrical panel w/circuit breakers. 
■ Two interior lights 
■ Electric Bilge Pump 

Additional 

■ Shipping Cradle 
■ Extra Companionway Board 
■ T wo Extra Cushions 
■ Removeable Stanchions 
■ Triad Custom Trailer 

Disclaimer
The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant the 
condition of the vessel. A buyer should instruct his agents, or his surveyors, to investigate such details as the buyer desires validated. This 
vessel is offered subject to prior sale, price change, or withdrawal without notice. 
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